
La rápida evolución tecnológica del LED modifica de manera continua sus prestaciones. 
Los datos aquí facilitados son orientativos. 
BiAR Lighting, S.L. se reserva el derecho para realizar ligeras modificaciones técnicas sin previo aviso.

The rapid technological evolution of LED changes continuously its performance. 
The data provided here are approximate.

BiAR Lighting, S.L.  reserve the right to make slight changes in technical data without previous notice.
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S1 LINE TRIMLESS
Luminaria para montaje empotrado en suelo.
Cuerpo: aluminio inyectado. Tornillos de acero inoxidable. 
Optica: lentes de PC con sistema antideslumbrante.
Junta de estanqueidad: goma de silicona.
Cubierta: cristal templado transparente.
Distribución de luz: simétrica o asimétrica. 
Fuente de luz: LED.
Indice de Reproducción Cromática (CRI): CRI>80.
Temperatura de color (K): 3000K, 4000K.
Tolerancia de color (SDCM): 3 elipses de MacAdam.
Equipo de alimentación: On-Off (HF), regulable 0-10V (HFR) o DALI (HFRD); 
24Vdc (driver no incluido). 
Grado de protección (IP): IP67.
Resistencia máxima al peso estático: 3000Kg
Montaje: instalación a suelo por medio de la caja de empotramiento. 
Conectores macho y hembra estancos incluidos.
Areas de aplicación: porches, terrazas, fachadas, jardines y otros.

Luminaire for recessed ground mounting.
Housing: die cast aluminum. Stainless steel external screws.
Optic: PC lenses with anti-glare system.
Sealing: silicone rubber.
Cover: clear tempered glass.
Light distribution: symmetric or asymmetric.
Light source: LED.
Colour rendering index (CRI): CRI>80.
Colour temperature (K): 3000K, 4000K.
Colour tolerance (SDCM): 3 MacAdam’s ellipses.
Control gear: On-Off (HF), 0-10V dimmable (HFR) or DALI dimmable (HFRD); 
24Vdc (driver not included). 
Protection degree (IP): IP67.
Max static weight resistance: 3000Kg.
Mounting: directly to ground by means of recessing box. Waterproof male and 
female connectors included.
Areas of application: porchs, balconies, facades, gardens and others.

*Output luminous flux at ambient temperature ta=25ºC.*Flujo luminoso neto a temperatura ambiente ta=25ºC.

Modelo Potencia K CRI Alimentación Haz

Model Power K CRI Control gear Beam

S1 LINE TRIMLESS 45W 4000K CRI80 HF 30º

Example to compose a reference.Ejemplo para componer una referencia.

LUMINARIA LINEAL SIN MARCO / MONTAJE EMPOTRADO EN SUELO / IP67
TRIMLESS LINEAR LUMINAIRE / RECESSED MOUNTING TO GROUND / IP67

W lm*
3000K

lm*
4000K CRI Tª Amb L A H Kg

23 1750 1840 > 80 -20ºC +50ºC
10º
15º
30º
45º
60º

10ºx60º
20ºx40º
20ºx60º

AS

500 53 112 3,00

45 3420 3600 > 80 -20ºC +50ºC 1000 53 112 5,70

54 4100 4320 > 80 -20ºC +50ºC 1200 53 112 6,80
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Sistema antideslumbrante.
Anti-glare system.
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