
La rápida evolución tecnológica del LED modifica de manera continua sus prestaciones. 
Los datos aquí facilitados son orientativos. 
BiAR Lighting, S.L. se reserva el derecho para realizar ligeras modificaciones técnicas sin previo aviso.

The rapid technological evolution of LED changes continuously its performance. 
The data provided here are approximate.

BiAR Lighting, S.L.  reserve the right to make slight changes in technical data without previous notice.
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BALIZA / MONTAJE EMPOTRADO EN PARED / IP65
LUMINAIRE / RECESSED MOUNTING TO WALL / IP65

X9 CANDY L
Luminaria LED para montaje empotrado en pared. 
Cuerpo: aluminio inyectado. Procesamiento de pulverización electrostática 
antienvejecimiento, súper resistencia a la corrosión y protección química.
Difusor: vidrio plano súper blanco, resistente a los rayos UV y antideslumbrante.
Junta de estanqueidad: goma de silicona.
Caja de empotramiento: polipropileno de alta densidad
Acabado superficial: gris. Otros colores, consultar.
Distribución de luz: asimétrica. 
Fuente de luz: LED.
Indice de reproducción cromática (CRI): CRI>80.
Temperatura de color (K): 3000K, 4000K.
Tolerancia de color (SDCM): 3 elipses de MacAdam. 
Bajo pedido: CRI>80: 2700K, 5000K.
Equipo de alimentación: On-Off (HF). Conector rápido On/Off cuando se abre.
Grado de protección (IP): IP65. 
Montaje: instalación a pared por medio de la caja de empotramiento.
Areas de aplicación: escaleras, porches, terrazas, jardines y otros.
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Luminaire LED for recessed mounting to wall.
Housing: die-cast aluminium. Anti-ageing electrostatic spray processing, super 
resistance to corrosion and chemical protection.
Diffuser: super white flat glass, UV resistant and antiglare.
Formwork: high density proolypropylene.
Sealing: silicone rubber.
Surface finish: grey. Other colours, on request.
Light distribution: asymmetric.
Light source: LED.
Colour rendering index (CRI): CRI>80.
Colour temperature (K): 3000K, 4000K.
Colour tolerance (SDCM): 3 MacAdam’s ellipses.
On request: CRI>80: 3000K, 5000K. 
Control gear: On-Off (HF). Quick on/off connector when be open.
Protection degree (IP): IP65.
Mounting: directly to wall by means of build-in box.
Areas of application: stairs, porchs, balconies, gardens and others.

Modelo Potencia K CRI Alimentación

Model Power K CRI Control gear

X9 CANDY L 26W 3000K CRI80 HF

Example to compose a reference.Ejemplo para componer una referencia.

*Output luminous flux at ambient temperature ta=25ºC.*Flujo luminoso neto a temperatura ambiente ta=25ºC.
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